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2 AI,2 AO,±10 V, 32 bit, 192 kS/s/ch Simultaneous
1 Trigge

MT-T610

r
This document contains the specifications for MT-T610.Specifications are typical at 25°C 

unless otherwise noted.

Caution Using the MT-T610 in a manner not described in this document 

may impair the protection the MT-T610 provides.









Environmental
Refer to the manual for the chassis you are using for more information about meeting these

specifications.
Operating temperature -40 °C to 70 °C

(IEC 60068-2-1, IEC 60068-2-2)

Storage temperature -40 °C to 85 °C
(IEC 60068-2-1, IEC 60068-2-2)

Ingress protection IP40

Operating humidity (IEC 60068-2-78) 10% RH to 90% RH, noncondensing Storage

humidity (IEC 60068-2-78) 5% RH to 95% RH, noncondensing Pollution

Degree 2

Maximum altitude 500 m

Indoor use only.





https://www.mangotree.cn/p/225743/


Support
MT-Master上手指南：

https://server.mangotree.cn:9900/WebFile/Downloads/上手指南/MT-Master/

MT-Master视频教程：

https://server.mangotree.cn:9900/WebFile/Downloads/视频教程/MT-Master/

MT-DAQ上手指南：

https://server.mangotree.cn:9900/WebFile/Downloads/上手指南/MT-DAQ/

MT-DAQ视频教程：

https://server.mangotree.cn:9900/WebFile/Downloads/视频教程/MT-DAQ/

https://server.mangotree.cn:9900/WebFile/Downloads/上手指南/MT-Master/
https://server.mangotree.cn:9900/WebFile/Downloads/视频教程/MT-Master/
https://server.mangotree.cn:9900/WebFile/Downloads/上手指南/MT-DAQ/
https://server.mangotree.cn:9900/WebFile/Downloads/视频教程/MT-DAQ/
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Dimensions


